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H series 1086 eCo - single-pole pushButton switChes
 to 10 (3) a 250 v aC 1e4
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Mechanical life endurance 20e4

contact resistance (new condition) < 100 mohm (1 a 12 v dc)

insulation resistance (new condition) > 100 Mohm (500 v dc)

Proof tracking 250 Pti

Protection type iP 40

ambient temperature -40 °c ... +85 °c

flammability ul 94 v-0

Glow wire test temperature 850 °c

Material actuator 
 additional actuator 
 housing 
 terminals

Pa 
stainless steel 
Pa 
silver plated

approval marks 7 / 2

operating force ≤ 2.5 n

Product featureS

 � Automatic switching off with signal from the  
end device (remote-off)

 � Version with auxiliary contact for a delayed  
shut-off by the end device

 � 100 million times proven 1080 snap-action  
switching system

 � Compact, one piece solution
 � Variable actuator design with holder
 � Energy neutral through total single-pole galvanic  
separation - “Zero-Watt”

on requeSt

 � Other terminal variants
 � Customized actuators
 � Cable assembly
 � Higher electrical ratings
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H series 1086 eCo - single-pole pushButton switChes
 to 10 (3) a 250 v aC 1e4

Ro
c

ke
R 

sw
it

c
h

es
Pu

sh
b

u
tt

o
n 

sw
it

c
h

es
ec

o

single-pole
10

 (3
) a

 2
50

 v
 a

c 
1e

4

te
rm

in
al

 ty
pe

te
rm

in
al

 d
es

cr
ip

tio
n

co
nt

ac
t d

is
ta

nc
e 

(m
m

)

co
nt

ac
t m

at
er

ia
l

op
er

at
in

g 
fo

rc
e 

( n
)

fr
ee

 p
os

iti
on

 (f
P)

 m
ax

. (
m

m
)

op
er

at
in

g 
po

si
tio

n 
(o

P)
 (m

m
)

Pe
rm

is
si

bl
e 

to
ta

l t
ra

ve
l p

os
iti

on
 (m

m
)

en
 6

03
35

 c
ap

. 3
0 

co
nf

or
m

 „
G“

M
is

ce
lla

ne
ou

s

St
oc

k 
ve

rs
io

n

on / off switch (SPSt)

1086.3101 ¢
 2.8 x 0.5  

4.8  
6.3

> 3 Ag ≤ 2.5 23.2 20.6 ± 0.5 18.8 ¢

1086.3201 ¢
 2.8 x 0.5  

4.8  
6.3

> 3 Ag ≤ 2.5 23.2 20.6 ± 0.5 18.8 ¢
Remote-off with auxiliary 

contactor

 
 
 
 
 
 
Basic type 1086

Quick-connect terminal  
2.8 x 0.5, 4.8 x 0.8, 6.3 x 0.8
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Quick-connect terminal  
2.8 x 0.5, 4.8 x 0.8, 6.3 x 0.8 
Socket (2.0 mm) for auxiliary 
contact
1086.3201
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